
Irrtum und Änderung vorbehalten.Industrial Computer Source (Deutschland) GmbH  |  Marie-Curie-Straße 9  |  D-50259 Pulheim
Tel.: +49(0)2234/982110  |  Fax: +49(0)2234/9821199  |  Email: vertrieb@ics-d.de  www.ics-d.de

Box PC

APOLLO System

M/B information: ( Please refer to M/B specification )

CANBus 4~8 PoE / LAN Isolated COM3G / 4G Wi-Fi

More Functions

CPU Type
Operation Temp.

SSDM/B Model VGA COM LAN USB

Intel Skylake-U / Kaby Lake-U i3 / i5 / i7,
Celeron CPU

Intel Apollo Lake N4200 / N3350
/ E3950 CPU

60°C 50°C2 x PCIe Slot42 3PM610DW 1

60°C 50°C2 x PCIe Slot43

HDMI

1

1 2PM390CW 1

Other
Functions mSATA

APOLLO Series
Application :
Automation / Surveillance / POS, Kiosk /
Networking

Embedded Solu on

Dimension

The above available functions outline the possibility with system, for more information please contact us.

Stackable configuration for increaing
Capacity & Scalability

Technical Data :
. Dimension  173H x 200W x 121.5D mm (PM610DW / PM390CW)
. Material  Aluminum
. Color  Black
. Weight 4.09 Kg (Incl. M/B)
. Storage Space  mSATA / 2.5" SSD

PM390CW PM610DW

APOLLO - PM390CW APOLLO - PM610DWM390CW APOLLO

APOLLO - PM390CW
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Box PC

APOLLO System

M/B information: ( Please refer to M/B specification )

CANBus 4~8 PoE / LAN Mobile Rack Isolated COM3G / 4G Wi-Fi

More Functions

CPU Type
Operation Temp.

SSDM/B Model VGA COM LAN USB

Intel Skylake-U / Kaby Lake-U i3 / i5 / i7,
Celeron CPU

Intel Apollo Lake N4200 / N3350
/ E3950 CPU

60°C 50°C2 x PCIe Slot 42 3PM610DW 1

60°C 50°C2 x PCIe Slot43

HDMI

1

1 2PM390CW 1

Intel Skylake-S / Kaby Lake-S i3 / i5 / i7,
Celeron CPU 60°C 50°C2 x PCIe Slot431 4PM170DW 1

Other
Functions mSATA

APOLLO Series
Application :
Automation / Surveillance / POS, Kiosk /
Machine Vision / Networking

Embedded Solu on

Dimension
The above available functions outline the possibility with system, for more information please contact us.

Stackable configuration for increaing
Capacity & Scalability

Technical Data :
. Dimension  173H x 260W x 142.5D mm
 173H x 260W x 170D mm (PM170DW-GPU)
. Material  Aluminum
. Color  Black
. Weight 4.09 Kg (Incl. M/B)
. Storage Space  mSATA / 2.5" SSD, Optional 2* / 4* Mobile Rack
 or 2* / 4* CFast by OEM Clemand

APOLLO-PM170DW-HDD

PM610DW PM390CW

PM170DW

PM170DW

APOLLO-PM170DW

APOLLO PM170DW HDD
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CANBus 4 PoE / LAN Isolated COM3G / 4G Wi-Fi

More Functions

M/B information: ( Please refer to M/B specification )

CPU Type
Operation Temp.

SSDM/B Model VGA COM LAN USB

60°C 50°C1 x PCIe Slot 42 5PM170DWIntel Skylake-S / Kaby Lake-S i3 / i5 / i7,
Celeron CPU 1

HDMI

1

Other
Functions mSATA

APOLLO Series
Application :
Automation / Surveillance / POS, Kiosk /
Machine Vision / Networking

Embedded Solu on

Dimension

The above available functions outline the possibility with system, for more information please contact us.

Stackable configuration for increaing
Capacity & Scalability

Technical Data :
. Dimension  173H x 231W x 93D mm
. Material  Aluminum
. Color  Black
. Weight 3.82 Kg (Incl. M/B)
. Storage Space  mSATA / 2.5" SSD

PM170DW

APOLLO - RS - PM170DW

Box PC

APOLLO System


